
Light Tower Safety Sheet 

This is not intended to be a replacement for the Operator’s Manual for the light tower you are 
renting.  All operators should read and understand the manual for the machine they are 

operating.  If one is not on the machine, All Star Rents will provide one upon request. 
 
Any piece of equipment can be dangerous if not operated properly.  You are responsible for the 
safe operation of this equipment.  The operator must carefully read and     follow any warnings, 
safety signs and instructions provided with or located on the equipment.  Do not remove, defeat, 
deface or render inoperable any of the safety devices or warnings on this equipment.  If any safety 
devices or warnings have been removed, defeated, defaced or rendered inoperable, DO NOT USE 
THE EQUIPMENT!!!! If this equipment requires the use of diesel fuel: Diesel engine exhaust and 
some of its constituents are known to cause cancer, birth defects, and other reproductive 
harm. 

 
1.  This equipment uses high voltage circuits capable of causing serious injury or death.  

Do not raise in vicinity or overhead power lines. Electrocution could occur! 

2.  Keep hands and clothing away from rotating and moving parts. 
3.  Light fixtures become very hot during operation.   To avoid painful burns, allow fixtures to 

cool before touching. 

4.  Always use the proper trailer hitch and the provided safety chain when towing the light 

tower to avoid property damage and personal injury. Maximum towing speed for light 

tower is 45 MPH.   Off road towing speed is 10 MPH. 

5.  Place light tower on level, solid ground. 
6.  Use chocks in front of and behind the wheels on the trailer to prevent the tower from 

rolling. 

7.  Keep hands and fingers clear of pinch points when raising boom.   Loss of digits or 

extremities can result from careless operation. 

8.  When raising the tower be sure the boom wiring does not tangle or hang up. 
9.  Make sure brake is working properly on the telescoping winch.   The winch should lock 

firmly to avoid tower from falling. 

10. Never attempt to move the light tower with the boom in the vertical position. 

11. Do not attempt to start the engine with any switches or circuit breakers in the "ON" 

position. 

12. To insure safety, locate the shut down system on the unit prior to starting. 

13. If tower has preheater, do not preheat for over 30 seconds. 
14. Never use ether or other explosive starting aid in conjunction with the preheat cycle. 
15. Never operate the starter for more than 60 seconds. 
16. Never shut down the engine with any of the circuit breakers in the "ON" position. 

17. Never refuel engine or move unit while it is running.               Allow engine to cool down. 

18. Never operate in area without adequate ventilation.   Carbon Monoxide can kill you. 
 

If the person receiving this handout will not be the user of the equipment, forward these 
instructions to the operator.  If there is any doubt as to the operation or safety of the equipment, 

DO NOT USE!!!  CALL US IMMEDIATELY!!!   

866-ALL-STAR 
 

FAILURE TO FOLLOW THESE INSTRUCTIONS COULD 
RESULT IN INJURY OR DEATH 


